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1. GENERAL INFORMATION

‘Press-to-Test’ mode is a special feature of the TI-Nspire calculator, allowing students to use the
calculator without having access to the data and files stored on the device. When “Press-to-Test”
mode is activated, the student can, however, store new data and files.

A blinking LED located at the top of the device indicates that it is in ‘Press-to-Test’ mode. In
‘Normal’ mode the LED is off and is not illuminated.

Students must come to the examination with their calculators in ‘Normal’ mode. In that
mode, the LED at the top of the device is off and is not, therefore, illuminated. Invigilators
must check that calculators are switched on and are operating in ‘Normal’ mode before
students enter the examination room.

Should a student arrive at the examination room with his or her calculator already set in
‘Press-to-Test’ mode, he or she must reset the calculator to ‘Press-to-Test’ mode before
entering the room.

When the student is sitting in his or her assigned place in the examination room, he or she
must activate ‘Press-to-Test’ mode before starting the examination.

All that needs to be done is to check that the LED at the top of the device is blinking.

A detailed set of instructions for activating ‘Press-to-Test’ mode is given below. It is in particular the
student’s sole responsibility to follow this set of instructions properly*. If the student fails to follow
the correct procedure in activating ‘Press-to-Test mode, under no circumstances may this be used
as a basis for complaints or for exchange of his or her calculator. Knowing how to put the
calculator in the correct mode is one of the features and functionalities of the calculator that
students must master.

The calculators which the school keeps in reserve in the examination room must also be in ‘Press-
to-Test’ mode, with the language setting ‘English UK’, before the examination question papers are
distributed to the students.

* See ‘Acknowledgement of reading of the detailed information note concerning the examination mode of the
technological tool (T Nspire CX CAS)’, to be signed by the student and his or her legal representative.
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ACTIVATING ‘PRESS-TO-TEST' MODE

For European School examinations in mathematics, Biology, Chemistry, Geography, Physics and
Economics, all the calculator's functionalities are authorised. When activating ‘Press-to-Test
mode, the student needs to deselect all the limitations which are default settings of ‘Press-to-Test
mode:

° Limit geometry functions
° Disable function and conic grab and move
. efc.

To activate ‘Press-to-Test mode for European School examinations, students must therefore
follow the instructions given below exactly:

Actions Result

j Fress—to-Test (CAS)
Frewent access to pre—existing Scratchpad
Place the calculator, which must be turned off, on data, documents and folders.

a table. Angle Seftings:

Select additional restrictions:

Press and hold down keys et
simultaneously for about 2 seconds until the
‘Press-to-Test’ dialogue window appears as Disable function and conic grab and
shown on the right. Mmowve

o Enter Fress—to-Test|||Cancel

Limit geometry functions

1 Press—to-Test (CAS)

Prewent access to pre-existing Scratchpad
data, documents and folders.

Clear all additional restrictions by pressing the [en] Angle Settings:

and [A] keys. The ticks in all boxes should
disappear. Select additional restrictions:
[ | Limit geometry functions
Press or (2] on the Clickpad to select ‘Enter

; Disable function and conic grab and
Press-to-Test.

mowe

("7 ] Enter Press—to-Test
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Actions Result

j FPress—to-Test (CAS)

This handheld is in Press—to-Test mode.
Festrictions include:

After the calculator reboots the following dialogue Angle Settings: Degree
box is displayed to confirm that the calculator is in Pre—existing Scratchpad data, documents
‘Press-to-Test’ mode. and folders are disabled.

[ ] Limit geometry functions
Press or (2] on the Clickpad to select ‘OK".
] Disable function and conic grab and

o Transfer Press—to-Test

The LED at the top of your calculator should now be blinking yellow/orange, indicating that you
are in ‘Press-to-Test’ mode. If the LED is blinking green, this indicates that no restrictions have
been disabled.

2. EXITING ‘PRESS-TO-TEST’ MODE

Actions Result

To exit ‘Press-to-Test mode, connect the Documents
calculator to another one (the second calculator 1: File
must be switched on). 2: Edit

3: View 4 oK
Select ‘2: My Documents’ on the home page 4. Insert 4
([on). 5: Page Layout 3

6: Refresh Libraries
Press the key and choose 7: Settings & Status »
‘9: Press-to-Test — 1: Exit Press-to-Test'. 8: Login... .

2 9: Press-to-Te 1: Exit Press—to-Test

Press the key: the calculator reboots in 2: Transfer Press—to-Test
‘Normal’ mode. 3. Help
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APPENDICES

. TRANSFERING ‘PRESS-TO-TEST’ MODE

Once ‘Press-to-Test’ mode has been activated on a calculator as indicated above, it is possible to
transfer this mode to other calculators, regardless of their current mode or whether or not the
recipient calculators are already in ‘Press-to-Test’ mode.

In the event of transfer of ‘Press-to-Test’ mode from one calculator to another already in ‘Press-to-
Test’ mode, the ‘Press-to-Test’ restrictions on the receiving calculator are overwritten and all the
data captured during the previous ‘Press-to-Test’ session are lost.

The following instructions need to be followed to transfer ‘Press-to-Test’ mode, with the required
restrictions, from one calculator to another:

Actions Result

After activating ‘Press-to-Test’ mode on a
calculator with the required restrictions selected,
the calculator will reboot and a dialogue box
opens showing the selected ‘Press-to-Test’
restrictions as shown on the screen on the right.

1 Press-to-Test (CAS)

This handheld is in Press—to—-Test mode.

Connect the sending calculator to a receiving Restrictions include:
calculator using a USB cable. Angle Settings: Degree

U R I e e R T T T

Disable logex termnplate and summation

On the sending calculator, press the key
functions

repeatedly until the box ‘Transfer Press-to-Test’ is
highlighted. Press or (2] on the Clickpad to Disable Polynomial Root Finder and
select ‘Transfer Press-to-Test”. Transfer takes Simultaneous Equation Solver

about two seconds. _
7] |Transfer Press—tu—Testl

The receiving calculator can then be
disconnected (It will reboot in ‘Press-to-Test’
mode and a new calculator can be connected to
the sending calculator to repeat this procedure).
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Il. RESETTING ‘PRESS-TO-TEST’ MODE

Even if the calculator is already in ‘Press-to-Test mode, it is possible to check that it does not
contain any data from previous work by carrying out the following procedure.

Actions

Result

Place the calculator, which must be turned
off, on a table.

Press the et keys simultaneously for
about 2 seconds until the ‘Press-to-Test
dialogue window shown opposite appears.

_‘ Press—to-Test (CAS)
This handheld is in Press—to-Test mode.

Restrictions include:
Angle Seftings: Degree

Pre—existing Scratchpad data, documents
and folders are disabled.

[ ] Limit geometry functions

] Disable function and conic grab and

Reset Press—to-Test

@

Select ‘Reset Press-to-Test’ using the
key and press or (2] on the Clickpad to
select ‘Reset Press-to-Test’: all the data from
the previous ‘Press-to-Test mode will be
deleted.

j Fress—to-Test (CAS)
This handheld is in Press—to—-Test mode.
Restrictions include:

Angle Seftings: Degree

Pre—existing Scratchpad data, documents

and folders are disabled.

[ ] Limit geometry functions

] Disable function and conic grab and

QK

|| Reset F'ress—tu—Testl

7]
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lll. CHANGING THE LANGUAGE SETTING ON THE RESERVE CALCULATORS

The school has calculators in reserve which can be given to students if needed. They must be in
‘Press-to-Test mode with the language ‘English (UK)’ before the start of the examination. This
language setting can be changed by the student so that he or she can work in the language with
which he or she is familiar. Detailed instructions for changing the language setting are given below
for when a student wants to change the language from English to Spanish.

Actions Result

On the ‘Home page’ ([@en]), select 2:Document Settings. ..
Z:Handheld Setup...

‘5: Settings’ then ‘1: Change Language... A:'Status,

Calculate 1 Mew Document
Change Language. .. ts

The ‘Change Language’ dialogue window English (U.K.)
should appear as shown opposite:
ﬁJ Cancel

Choose the desired language using the Calculate - 1 P-;Jév.flii__ .,:ﬂ,:d._ﬂt

‘Touchpad'. Change Language. .. ats
Then press [enter]. Espafiol
—| Dansk
Choose ‘OK with the key. Deutsch
e English (U K.)
Then press again. \ E English (V.5

Espafiol
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Iv. PRECAUTIONS TO BE TAKEN BY THE SCHOOL AND STUDENTS BEFORE

EXAMINATIONS

In order to avoid low or no battery charge during examinations, students must check the charge
level of the rechargeable of their Tl Nspire CX CAS calculator. The charge levels of the calculator’s
batteries can be monitored using the procedure detailed below.

Actions

Result

On the ‘Home page’ ([@en]), select
‘5: Settings’.

Then select ‘4: Status...

1:.Change Language...
Z:Document Settings...

4:Status. ..

6:MNetwork. ..
=y :
[N

The battery charge level is indicated in the
window giving a charge percentage.

In this case the batteries are charged at
approximately 75%.

Wersion: 4.0.0 235
Storage Capacity: 115.2 ME
Storage Awailable: 90.0 ME

Metwarlk: Wireless client is not attached.

About
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